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57 ABSTRACT

A decoration part includes a base member having a front-side
surface and an outer peripheral end portion, a skin covering
the front-side surface of the base member, and a holding
member mounted to the front-side surface of the base member
and arranged on a rear-surface side of the skin. The skinhas a
stitch line formed with a thread, and a part of the stitch line is
arranged in the outer peripheral end portion. The holding
member holds the thread with which the skin and the holding
member are sewed and has a linear shape extending along the
stitch line. The holding member has a mount portion mounted
to a holding member mount portion of the base member and
a stitch portion that is sewed with the thread. The holding
member has the stitch portion closer to an outer peripheral
end of the base member than the mount portion.

10 Claims, 4 Drawing Sheets
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1
DECORATION PART

CROSS REFERENCE TO RELATED
APPLICATION

This application claims priority from Japanese Patent
Application No. 2013-234770 filed Nov. 13, 2013. The entire
contents of the priority application are incorporated herein by
reference.

TECHNICAL FIELD

The present disclosure relates to a decoration part.

BACKGROUND

A decoration part includes a skin, a base member and a
holding member (a sewing plate), for example. A stitch line is
formed on a surface of the skin and the holding member is
made of a synthetic resin and arranged between the skin and
the base member. The skin and the holding member are sewed
together with a stitching thread (a sewing thread) forming the
stitch line and the holding member is fixed to the base mem-
ber (a core member). Accordingly, the skin and the holding
member are sewed together with the stitching thread more
firmly and surely compared to a configuration in which only
the skin is sewed with the stitching thread.

SUMMARY

An objective of the present technology is to provide a
decoration part where a stitch line is formed much closer to an
outer peripheral end of a decoration part.

A decoration part according to the present technology
includes a base member having a front-side surface and an
outer peripheral end portion including an outer peripheral
end, a skin covering the front-side surface of the base mem-
ber, and a holding member mounted to the front-side surface
of'the base member and arranged on a rear-surface side of the
skin. The skin has a stitch line formed with a thread on a
front-side surface of the skin, and a part of the stitch line is
arranged in the outer peripheral end portion of the base mem-
ber. The holding member holds the thread with which the skin
and the holding member are sewed and having a linear shape
extending along the stitch line, and the holding member has a
mount portion that is mounted to a holding member mount
portion of the base member and a stitch portion that is sewed
with the thread. The holding member has the stitch portion
closer to the outer peripheral end of the base member than the
mount portion.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a front view illustrating a door trim including an
upper board according to one embodiment of the present
technology.

FIG. 2 is an exploded perspective view illustrating the
upper board in FIG. 1 and a holding member.

FIG. 3 is a perspective view illustrating the holding mem-
ber in FIG. 2 seen from a rear-side surface.

FIG. 4 is a cross sectional view of the holding member in
FIG. 3 and its surroundings (taken along line IV-IV in FIG. 1).

DETAILED DESCRIPTION

The stitch line is formed on various portions of the deco-
ration part, and for example, the stitch line may be formed on
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an outer peripheral end portion of the decoration part. In such
a case, the holder member is attached to the outer peripheral
end portion of the base member.

However, it is harder to allocate a space necessary for the
holding member in the outer peripheral end portion of the
base member than in an inner portion of the base member, and
it is troublesome to attach the holding member to the outer
peripheral end portion of the base member. Therefore, to
attach the holding member to the outer peripheral portion of
the base member, the holding member is necessarily arranged
in an inner portion of the base member that is on an inner side
from an outer peripheral end of the base member. Therefore,
it is difficult to form the stitch line near the outer peripheral
end of the decoration part.

One embodiment of the present technology will be
described with reference to FIGS. 1to 4. FIG. 1 is a front view
illustrating a vehicular door trim 10 including an upper board
10 (a decoration part) according to one embodiment of the
present technology. The vehicular door trim 10 is mounted to
a door inner panel (not illustrated) included in a door panel to
constitute a part of a vehicular door.

Asillustrated in FIG. 1, the vehicular door trim 10 includes
a trim main body 11, and the trim main body 11 includes a
lower board 12, an ornament 14, and an upper board 20.

Each of the lower board 12 and the ornament 14 is a
plate-like member that is made of a synthetic resin material
such as polypropylene. A material of the members of the trim
main body 11 is not necessarily a synthetic resin material but
may be a mixture of a plant fiber (for example, kenaf, sun
hemp, flux, sisal) and a synthetic resin.

Thelower board 12 constitutes a lower part of the trim main
body 11. The lower board 12 includes a door pocket opening
12A for a door pocket and a speaker grill 12B.

An armrest 13 is provided at a border between the lower
board 13 and the ornament 14. The armrest 13 has an elon-
gated shape extending in a vehicular front-and-rear direction
and projects toward a vehicular interior side.

As illustrated in FIG. 1, the ornament 14 has an elongated
shape extending in the vehicular front-and-rear direction. The
ornament 14 has an upper end portion that is recessed down-
wardly at a vehicular rear-side portion. The ornament 14
includes an inside handle mount portion 15 at its vehicular
front-end portion to mount an inside handle (not illustrated)
therein. As illustrated in FIG. 4, a skin 14A is adhered to a
vehicular interior side surface of the ornament 14.

As illustrated in FIG. 1, the upper board 20 has an elon-
gated shape extending in the vehicular front-and-rear direc-
tion. The upper board 20 has a lower end portion that pro-
trudes downwardly at its vehicular rear-side portion. The
upper board 20 is mounted to the ornament 14 with fastening
means such as screws or thermal caulking such that the lower
end portion ofthe upper board 20 and the upper end portion of
the ornament 14 are connected each other. The lower end
portion of the upper board 20 extends along the upper end
portion of the ornament 14.

As illustrated in FIG. 4, the upper board 20 includes a
plate-like base member 30, a skin 40, and a holding member
50. The base member 30 is made of a synthetic resin such as
polypropylene. The skin 40 covers a front-side surface (a
vehicular interior side surface, a design surface, a lower side
surface in FIG. 4) of the base member 30. The holding mem-
ber 50 is attached to the lower end portion of the base member
30. The holding member 50 is attached to a portion of the base
member 30 where the upper board 20 is mounted to the
ornament 14.
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A material of the base member 30 is not necessarily a
synthetic resin material but may be a mixture of a plant fiber
(for example, kenaf, sun hemp, flux, sisal) and a synthetic
resin.

As is represented with a dashed line in FIG. 1, a stitch line
L1 made with a stitching thread 41 is formed on a surface of
the skin 40. The stitch line .1 extends over an entire length of
the lower end portion of the upper board 20, that is, an entire
length of the lower end portion of the base member 30.

The holding member 50 holds the stitching thread 41 to the
skin 40. The holding member 50 is made of a synthetic resin
such as polypropylene and has a linear shape extending along
the stitch line 1. Namely, the holding member 50 extends
along the lower end portion of the upper board 20 or the lower
end portion of the base member 30. The holding member 50
is attached to a front-side surface of the base member 30 and
arranged on a rear-side surface of the skin 40.

As illustrated in FIGS. 1 to 4, the holding member 50
includes a holding member main body 51 and mount projec-
tions 55. The holding member main body 51 extends along
the lower end portion of the base member 30. Each of the
mount projections 55 projects from a rear-side surface (a
vehicular exterior side surface) of the holding member main
body 51. The holding member main body 51 is arranged at an
outer peripheral end portion of the base member 30 and
between the front-side surface of the base member 30 and the
rear-side surface of the skin 40. The mount projection 55 is
inserted through a through hole 32 formed in the base member
30.

As illustrated in FIGS. 2 and 4, the base member 30
includes a recessed portion 31 on its front-side surface of the
lower end portion (the outer peripheral end portion). The base
member 30 has a thickness that is smaller in the recessed
portion 31 than in its middle portion (an inner portion that is
located on an inner side from the outer peripheral end portion
of'the base member 30). The recessed portion 31 extends over
an entire length of the lower end portion of the base member
30. The holding member main body 51 is fitted to the front-
side surface of the recessed portion 31 such that the front-side
surface of an inner portion of the base member 30 that is
located on an inner side than the recessed portion 31 and the
front-side surface of the holding member main body 51 are in
the same plane, as illustrated in FIG. 4. Namely, in FIG. 4, a
lower surface of the base member 30 and a lower surface of
the holding member main body 51 form a smooth surface.

The base member 30 includes an end wall portion 31A (the
outer peripheral end portion) where the recessed portion 31 is
formed. The end wall portion 31A has a thickness smaller
than the inner portion that is on an inner side of the base
member 30 than the end wall portion 31A. The end wall
portion 31A has a rear-side surface or a vehicular exterior
surface that is inclined such that a thickness of the base
member 30 gradually decreases as is closer to the outer
peripheral end, and the end wall portion 31A has the recessed
portion 31 on its front-side surface or its vehicular interior
side. As illustrated in F1G. 4, a plurality of through holes 32 (a
holding member mount portion, a fitting portion) are formed
through the end wall portion 31A that corresponds to the outer
peripheral end portion of the base member 30 and arranged
along the outer peripheral portion of the base member 30. As
illustrated in FIG. 2, each of the through holes 32 has a
substantially rectangular plan view shape. The mount projec-
tion 55 of the holding member 50 projects from the holding
member main body 51 toward the base member 30 and is
inserted through the through hole 32 from the front-side sur-
face of the base member 30 (from a lower side in FIG. 4).
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As illustrated in FIG. 3, a plurality of mount projections 55
(a mount portion) are arranged along an elongated direction
of the holding member 50. As illustrated in FIGS. 3 and 4,
each of the mount projections 55 includes a pair of projection
pieces 56, 57 that projects from the rear-side surface of the
holding member main body 51 toward the base member 30.
As illustrated in FIG. 3, pairs of projection pieces 56, 57 are
arranged along the elongated direction of the holding member
50.

The pair of projection pieces includes an inner projection
piece 56 and an outer projection piece 57. The outer projec-
tion piece 57 is arranged near an outer peripheral end of the
base member 30. The inner projection piece 56 is arranged on
arelatively inner side with respect to the base member 30, that
is, the inner projection piece 56 is arranged farther from the
outer peripheral end of the base member 30 than the outer
projection piece 57. The inner projection piece 56 projects
from an inner-side end of the holding member main body 51
with respect to the base member 30. The inner projection
piece 56 has a stopper portion 58 at its distal end. The stopper
portion 58 is stopped by a hole edge portion of the through
hole 32 that is a part of the rear-side surface of the base
member 30. The stopper portion 58 projects from a distal end
of'the inner projection piece 56 toward the inner portion or the
middle portion of the base member 30.

As illustrated in FIG. 4, the through hole 32 is formed in a
portion of the end wall portion 31 A corresponding to an inner
end portion of the recessed portion 31. The hole edge portion
of the through hole 32 includes an inner hole edge portion
32A (an inner hole edge portion) and an outer hole edge
portion 32B (an outer hole edge portion). The inner hole edge
portion 32A is included in a relatively inner portion of the
base member 30 (on the left side of the through hole 32 in
FIG. 4), and the outer hole edge portion 32B is included in a
relatively outer portion of the base member 30 (in a portion
near the outer peripheral end of the base member or in the
right side portion of the through hole 32 in FIG. 4). The inner
hole edge portion 32A has a plate thickness greater than the
outer hole edge portion 32B. Namely, the stopper portion 58
is stopped by the inner hole edge portion 32A that has a
greater plate thickness (greater rigidity) among the hole edge
portions of the through hole 32.

The inner projection piece 56 and the outer projection
piece 57 are arranged in a width direction (a right-and-left
direction in FIG. 4) of the holding member main body 51 to
face each other with a space therebetween. Each of the inner
projection piece 56 and the outer projection piece 57 is elas-
tically deformable so that its distal end moves with its basal
end as a supporting point. The stopper portion 58 has a
vehicular exterior side surface that is an inclined surface 58A.
The inclined surface 58A is inclined such that a degree of
projection of the stopper portion 58 from the inner projection
piece 56 increases as is away from the distal end of the inner
projection piece 56.

With such a configuration, when inserting the inner pro-
jection piece 56 and the outer projection piece 57 through the
through hole 32, an operator puts the inclined surface S8A of
the stopper portion 58 to be in contact with the inner hole edge
portion 32A and inserts the inner projection piece 56 and the
outer projection piece 57 into the through hole 32. Then, the
distal end of the inner projection piece 56 is deformed to
approach the outer projection piece 57.

Accordingly, a distance between the stopper portion 58 and
the outer projection piece 57 in the width direction of the
holding member main body 51 becomes smaller than a size of
the through hole 32 in the width direction so that the inner
projection piece 56 and the outer projection piece 57 can be



US 9,162,633 B2

5

inserted through the through hole 32. When the stopper por-
tion 58 reaches the rear-side surface of the base member 30
while the inner projection piece 56 and the outer projection
piece 57 being inserted through the through hole 32, the inner
projection piece 56 elastically recovers. Accordingly, the
stopper portion 58 is stopped by the inner hole edge portion
32A of the through hole 32.

The inner projection piece 56 includes the stopper portion
58 and the inner projection piece 56 elastically recovers. With
such a configuration, an operator can effectively feel good
fitting when the inner projection piece 56 elastically recovers.
Accordingly, the operator confirms that the inner projection
piece 56 and the outer projection piece 57 are surely mounted
on the base member 30.

When the inner projection piece 56 and the outer projection
piece 57 are inserted through the through hole 32, the inner
projection piece 56 and the outer projection piece 57 are
deformed to approach each other, and this may reduce the
distance between the inner projection piece 56 and the outer
projection piece 57.

The skin 40 includes a peripheral end portion (a part of the
skin) that is a folded portion 42 extending from a portion
covering the front-side surface of the base member 30 (a skin
main body) and being folded at an outer peripheral end of the
holding member main body 51 toward the rear-side surface of
the base member 30.

Distal end portions of the inner projection piece 56 and the
outer projection piece 57 that are inserted through the through
hole 32 and project to the rear-side surface of the base mem-
ber 30 are covered with the folded portion 42 from the rear-
side surface (the upper side in FIG. 4). The skin 40 is adhered
to the base member 30 and the distal end portions of the inner
projection piece 56 and the outer projection piece 57 with
adhesive, for example.

As illustrated in FIG. 4, the holding member main body 51
has a recess 52 on its rear-side surface. As illustrated in FIG.
3, the recess 52 extends along the elongated direction of the
holding member main body 51.

With such a recess 52, the portion of the holding member
main body 51 where the recess 52 is formed has a thickness
smaller than other portions of the holding member main body
51. A bottom wall portion of the recess 52 that is a part of the
holding member main body 51 is a stitch portion 53 that is
sewed with the stitching thread 41. The stitch portion 53 is
located closer to the outer peripheral end of the base member
30 than the mount projection 55 (on the right side of the
mount projection 55 in FIG. 4). The stitch portion 53 has a
thickness smaller than its surrounding portions and therefore,
the stitch portion 53 is easily sewed with the stitching thread
41.

The stitch portion 53 and the skin 40 are sewed together
with the stitching thread 41. Therefore, a position of the
stitching thread 41 is less likely to be shifted. Further, the
holding member 50 including the stitch portion 53 is firmly
fitted to the base member 30 via the through hole 32 and the
mount projection 55. Therefore, the stitching thread 41 is
surely held to the base member 30.

The stitching thread 41 has a base member 30 side end
portion that is arranged in the recess 52. Therefore, the base
member 30 and the stitching thread 41 provided in the stitch
portion 53 have a space therebetween and the stitching thread
41 does not come in contact with the base member 30 and the
stitching thread 41 is less likely to be loosened. Accordingly,
and the skin 40 is less likely to be separated from the base
member 30.

As illustrated in FIG. 4, the recess 52 has a curved bottom
surface and the stitching thread 41 is formed at a most
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recessed portion of the curved surface of the recess 52. There-
fore, at the time of sewing, the position of the stitching thread
41 in the recess 52 is easily determined and the position of the
stitching thread 41 is less likely to be shifted.

According to this embodiment, after the stitch portion 53
and the skin 40 are sewed together with the stitching thread
41, each of the mount projections 55 of the holding member
50 is inserted through the corresponding through hole 32.
Then, the folded portion 42 of the skin 40 is folded to be on the
rear-side surface of the base member 30 and the folded por-
tion 42 is adhered to the rear-side surfaces of the mount
projections 55 and the base member 30.

As illustrated in FIG. 3, the holding member main body 51
has grooves 59 on its rear-side surface each extending along a
short-side direction of the holding member main body 51.
The grooves 59 are arranged in a longitudinal direction (the
elongated direction) of the holding member main body 51.
With such grooves 59, the holding member main body 51 is
easily bent or deforms in the longitudinal direction. Accord-
ingly, the holding member main body 51 is easily arranged
along the front-side surface of the curved base member 30.

As illustrated in FIG. 4, the ornament 14 has an upper end
portion 14B that is a peripheral end portion adjacent to the
upper board 20. The ornament 14 is bent at an end portion
thereof to form the upper end portion 14B that is inclined such
that its upper distal end is on the vehicular exterior side than
its lower basal end. The upper end portion 14B of the orna-
ment 14 is located on the vehicular exterior side than the
lower end portion of the upper board 20 (the outer peripheral
end portion of the upper board 20 adjacent to the ornament
14).

The rear-side surface of the lower end portion of the upper
board 20 (the peripheral end portion of the upper board 20
adjacent to the ornament 14) is an inclined surface that fol-
lows an inclined surface of the upper end portion 14B of the
ornament 14. Namely, the lower end portion of the upper
board 20 has a thickness that decreases as is closer to a main
body of the ornament 14.

Next, advantageous eftects of the present embodiment will
bedescribed. According to the present embodiment, the stitch
portion 53 is located closer to the outer peripheral end of the
base member 30 than the mount projection 55. Therefore,
compared to a configuration that the mount projection and the
stitch portion are not shifted from each other and overlap each
other in the inner-and-outer direction of the base member 30,
the stitching thread 41 in the stitch portion 53 (eventually the
stitch line [.1) can be arranged much closer to the outer
peripheral end of the upper board 20.

Theholding member 50 includes the holding member main
body 51 that extends along the stitch line L1 and the mount
projections 55 projecting from the rear-side surface of the
holding member main body 51 toward the base member 30 is
fitted through the respective through holes 32.

The mount projections 55 fitted through the respective
through holes 32 fix the holding member 50 to the base
member 30. According to the present embodiment, the stitch
portion 53 is located closer to the outer peripheral end of the
base member 30 than the mount projections 55. Therefore, the
stitching thread 41 in the stitch portion 53 and the mount
projections 55 are not in contact with each other.

An end part of the skin 40 is the folded portion 42 that is
located on arear-surface side of the base member 30. After the
mount projections 55 are inserted through the respective
through holes 32, the distal end portions of the mount projec-
tions 55 are located on an outer side than the rear-side surface
of'the base member 30. The distal end portions of the mount
projections 55 are covered with the folded portion 42.
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The skin 40 covering the distal end portions of the mount
projections 55 protects the mount projections 55. For
example, even if the distal end portions of the mount projec-
tions 55 that are protected by the skin 40 are pressed, they are
less likely to be deformed and the mount projections 55 are
less likely to be dropped oft from the respective through holes
32. The mount projections 55 are protected by the folded
portion 42 and the holding member 50 is sandwiched and held
between the folded portion 42 and the skin main body that is
provided on the front-side surface of the base member 30.
Accordingly, the mount projection 55 is less likely to be
dropped off from the through hole 32.

Each mount projection 55 includes a pair of projection
pieces 56, 57 that project from the rear-side surface of the
holding member main body 51 toward the base member 30.
Among the inner projection piece 56 and the outer projection
piece 57, the inner projection piece 56 that is arranged in an
inner portion or a middle portion of the base member 30 with
respect to the outer projection piece 57 includes the stopper
portion 58 at its distal end portion. The stopper portion 58 is
stopped by the inner hole edge portion 32A of the through
hole 32 from the rear-side surface of the base member 30.
Among the hole edge portions of the through hole 32, the
inner hole edge portion 32A that is included in a relatively
inner portion or a middle of the base member 30 has a plate
thickness greater than the outer hole edge portion 32B that is
included in a relatively outer portion of the base member 30
that is near the outer peripheral end of the base member 30.

In the base member 30 having the through hole 32 near the
outer peripheral end thereof; it is difficult to allocate a space
for a part that fits to the stopper portion 58 (a stopper portion
fitting portion) in a portion of the base member 30 that is on an
outer side or closer to the outer peripheral end than the
through hole 32.

Especially, according to the present embodiment, the plate
thickness of the outer peripheral portion (the lower end por-
tion) of the base member 30 reduces as is closer to the outer
peripheral end, and this makes more difficult to fit the stopper
portion 58 to a part of the base member 30 that is located on
an outer side than the through hole 32.

The outer peripheral end of the base member 30 is a border
between the ornament 14 and the base member 30. Therefore,
if the stopper portion 58 is provided on the outer projection
piece 57 that is located closer to the ornament 14 than the
inner projection piece 56, the stopper portion 58 projects
toward the ornament 14 and this may cause contact between
the stopper portion 58 and the ornament 14. Therefore,
according to the present embodiment, among the inner pro-
jection piece 56 and the outer projection piece 57, the outer
projection piece 57 that is located relatively on an outer side
with respect to the base member 30 than the inner projection
piece 56 does not have the stopper portion 58 and only the
inner projection piece 56 that is located on an inner side with
respect to the base member 30 has the stopper portion 58.

With the configuration that only the inner projection piece
56 has the stopper portion 58, the fitting force of the stopper
portion 58 to the base member 30 is lowered compared to the
configuration that each of the inner projection piece 56 and
the outer projection piece 57 has the stopper portion 58.
However, according to the present embodiment, the distal end
portions of the mount projections 55 are covered with the
folded portion 42. With such a configuration, the mount pro-
jections 55 are protected by the folded portion 42 and the
mount projections 55 are sandwiched and held between the
skin 40 and the folded portion 42. Accordingly, the mount
projections 55 are less likely to be dropped off from the
through holes 32.

10

15

20

25

30

35

40

45

50

55

60

65

8

Among the hole edge portions of the through hole 32, the
inner hole edge portion 32A included in a relatively inner
portion of the base member 30 has a plate thickness greater
than the outer hole edge portion 32B included in a relatively
outer portion of the base member 30. With this configuration,
the stopper portion 58 is stopped by the inner hole edge
portion 32A that has a greater plate thickness and greater
rigidity among the hole edge portions of the through hole 32.
Therefore, the stopper portion 58 is stopped by the hole edge
portion of the through hole 32 surely and firmly.

With the configuration that the stopper portion 58 is pro-
vided on only one of the inner projection piece 56 and the
outer projection piece 57, the configuration is simplified and
the holding member 50 is easily and effectively molded com-
pared to the configuration that the stopper portion 58 is pro-
vided on both of the inner projection piece 56 and the outer
projection piece 57. For example, if the holding member 50 is
molded with injection molding, the stopper portion 58 is
likely to be a part of an undercut. Therefore, the holding
member 50 is easier to be molded with a smaller number of
the stopper projections 58.

The inner projection piece 56 and the outer projection
piece 57 can be deformed or warped with a smaller deforma-
tion degree to be inserted through the through hole 32 with the
configuration that only one of the inner projection piece 56
and the outer projection piece 57 has the stopper portion 58
compared to the configuration that each of the inner projec-
tion piece 56 and the outer projection piece 57 has the stopper
portion 58. Therefore, an operator can insert the inner projec-
tion piece 56 and the outer projection piece 57 through the
through hole 32 with a smaller force and this improves work-
ability.

The holding member 50 extends along the outer peripheral
end of the base member 30 and the mount projections 55 are
disposed along the elongated direction of the holding member
50.

With such a configuration, the stitch line L1 is formed
along the outer peripheral edge of the base member 30.

<Other Embodiments>

The present technology is not limited to the description as
described above with reference to the drawings. For example,
the present technology may include following embodiments.

(1) In the above embodiment, the upper board 20 consti-
tuting a part of the vehicular door trim 10 (an example of the
vehicular interior part) is used as the decoration part. How-
ever, it is not limited thereto. The present technology can be
applied to any decoration parts having a stitch line. For
example, the present technology may be applied to a decora-
tion part constituting a part of an instrumental panel or a pillar
garnish. The decoration part is not necessarily used for a
vehicle but may be used for others. For example, the decora-
tion part may be used for furniture.

(2) In the above embodiment, another member (such as a
soft material) may be provided between the base member 30
and the skin 40.

(3) In the above embodiment, the through hole 32 is pro-
vided as the holding member mount portion and the inner
projection piece 56 and the outer projection piece 57 are
provided as the mount portion. However, it is not limited
thereto. For example, a mount boss that can be inserted
through the through hole 32 may be used as the mount por-
tion. The holding member mount portion is not limited to the
through hole 32 but may be a fitting recess where the inner
projection piece 56 and the outer projection piece 57 can be
fitted.
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(4) In the above embodiment, the number of the mount
projections 55 and that of the through holes 32 may be altered,
if necessary. For example, the mount projection 55 and the
through hole 32 may be one.

(5) In the above embodiment, the holding member 50 and
the stitch line L1 extend along the outer peripheral edge of the
base member 30. However, it is not limited thereto. At least a
part of the holding member 50 and the stitch line L1 may be
disposed on the outer peripheral end portion of the base
member 30.

(6) In the above embodiment, the recess 52 where the
stitching thread 41 is disposed is included in the holding
member 50. However, it is not limited thereto. The recess may
be formed on the base member 30 and the holding member 50
does not include the recess 52. With such a configuration, the
stitching thread 41 provided in the holding member 50 is not
in contact with the base member 30.

The invention claimed is:

1. A decoration part comprising:

a base member having a front-side surface and an outer
peripheral end portion including an outer peripheral end;

a skin covering the front-side surface of the base member
and having a stitch line formed with a thread on a front-
side surface of the skin, a part of the stitch line being
arranged in the outer peripheral end portion of the base
member; and

a holding member mounted to the front-side surface of the
base member and arranged on a rear-surface side of the
skin, the holding member holding the thread with which
the skin and the holding member are sewed and having a
linear shape extending along the stitch line, the holding
member having a mount portion that is mounted to a
holding member mount portion of the base member and
a stitch portion that is sewed with the thread, the holding
member having the stitch portion closer to the outer
peripheral end of the base member than the mount por-
tion.

2. The decoration part according to claim 1, wherein the

holding member further includes:

a holding member main body extending along the stitch
line and including the stitch portion, and

a mount projection that is the mount portion and projects
from a rear-side surface of the holding member main
body toward the base member, the mount projection
being fitted to the holding member mount portion of the
base member.

3. The decoration part according to claim 2, wherein

the holding member mount portion is a through hole
formed through the base member,

the skin includes a folded portion that is disposed on a side
of'arear-side surface of the base member that is opposite
to the front-side surface thereof,

the mount projection extends through the through hole and
a distal end portion thereof projects to the rear-side
surface of the base member, and

the distal end portion of the mount projection is covered
with the folded portion.
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4. The decoration part according to claim 3, wherein

the mount projection includes projection pieces each of
which projects from the rear-side surface of the holding
member main body toward the base member and the
projection pieces include an outer projection piece
located near the outer peripheral end of the base member
and an inner projection piece located farther from the
outer peripheral end than the outer projection piece,

the base member has a hole edge portion around the
through hole and the hole edge portion includes an outer
hole edge portion that is located near the outer peripheral
end and an inner hole edge portion that is located farther
from the outer peripheral end than the outer hole edge
portion,

the inner hole edge portion has a thickness greater than the
outer hole edge portion, and

the inner projection piece has a stopper portion at its distal
end portion, and the stopper portion is stopped by the
inner hole edge portion from the rear-side surface of the
base member.

5. The decoration part according to claim 1, wherein

the holding member extends along the outer peripheral end
portion, and

the mount portion includes a plurality of mount portions
that are arranged in an extending direction in which the
holding member extends.

6. The decoration part according to claim 3, wherein

the skin disposed on the front-side surface of the base
member and the folded portion sandwich the holding
member that is mounted to the base member via the
mount projection and the through hole, and the skin
disposed on the front-side surface of the base member
and the folded portion sandwich the holding member
from the front-side surface and the rear-side surface of
the base member.

7. The decoration part according to claim 1, wherein

the outer peripheral end portion of the base member has a
thickness smaller at the outer peripheral end of the base
member than at a portion away from the outer peripheral
end.

8. The decoration part according to claim 4, wherein

the inner projection piece projects from an inner-side end
of the holding member main body with respect to the
base member.

9. The decoration part according to claim 1, wherein

the stitch portion has a recess, and

the base member and the thread provided in the stitch
portion have a space therebetween.

10. The decoration part according to claim 2, wherein

the base member has a recessed portion on the front-side
surface of the outer peripheral end portion thereof,

the holding member main body is fitted in the recessed
portion, and

the front-side surface of the base member and the front-side
surface of the holding member main body are in a same
plane.



